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POLICY:

The Sage Comfort Personal Cleansing® Warmer will be cleaned on regular intervals as outlined in Hospital Manual XXX, section XX pertaining to warming equipment.

PURPOSE:

The purpose of The Sage Warmer is to warm Comfort Personal Cleansing® brand bathing, incontinence and hair care products only.

ARTICLES NEEDED:

Dry cloth

Damp cloth 

Mild detergent 

Phillips head screwdriver (if necessary)

CLEANING PROCEDURE

1. Unplug the warmer before cleaning.

2. Keep the inside of the warmer clean. If spatters or fluid adhere to walls, wipe with a damp cloth. Mild detergent may be used if the warmer gets very dirty. The use of harsh detergent or abrasives is not recommended. NEVER clean the Comfort Personal Cleansing warmer with alcohol or solvent-based cleansers. Alcohol or solvents on acrylic door(s) or status indicator display columns can weaken and, in time, cause cracking of these plastic components. 

3. The status indicator columns and center column must be removed to allow cleaning of the shelves and cabinet interior. Remove the Phillips head screw located at the base of each column. Gently lower the column to disengage from the ceiling support. The columns may now be pulled forward, then lifted out to remove them from the warmer. Unplug the connectors at the base of the indicator columns. Gently place the removed column assemblies on a stable surface. The shelving may now be accessed. To remove the shelves, disengage the stand-offs and pull shelf forward. Wipe out cabinet interior and clean the shelves. Return all components to their original positions in the reverse order of disassembly. Be sure to replace the screws at the base of the columns. 

4. The outside warmer surfaces should be cleaned with a large, damp cloth. To prevent damage to the operating parts inside the warmer, water should not be allowed to seep into the ventilation openings or any other openings on the cabinet exterior. Use cloths that have been dampened with mild detergent solution only, but not so wet as to drip liquid or cause liquid to pool in warmer. 

5. If external electrical components become wet, including the display columns, power cord, power switch on front of cabinet and external fuse access (if so equipped), clean with a soft, dry cloth and allow to air dry. DO NOT use harsh detergents or abrasives on any external components. 

6. Cleaning inside the warmer outer panels and inside the warmer base should be performed only by qualified service personnel after taking precautions to drain all stored voltage potential. Contact Sage Products for authorized service. 
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